Ecospeed on the Mersey

he hull of the polar research
Tship RRS Sir David Atten-
borough was officially launched in
July protected by the most envi-
ronmentally-safe hull coating ever
developed: Subsea Industries’ ice
abrasion resistant and washable
Ecospeed.

Commenting on the success of the
vessel’s launch into the River Mersey
from the Cammell Laird shipyard in
Birkenhead, Manuel Hof, Subsea
Industries” production executive,
said: “RRS Sir David Attenborough is
now afloat with a hull protected
by the same Ecospeed coating that
has protected its sisters, FErnest
Shackleton and James Clark Ross,
for many years. It was incredibly
exciting to watch the launch of this
important vessel.”
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When the vessel is delivered to
British Antarctic Survey in 2019, it
will undertake world-leading envi-
ronmental research into climate
change and ocean protection. As

The ship is constructed at the Camm

aird shipy-a.rd in Blrkenhead.

such, the vessel required a fully
ice-strengthened coating, without
being harmful to the environment.
“Ecospeed fulfils that requirement,”
said Hof.




Application of the Ecospeed coating on the flat bottom of the vessel

“Ecospeed is a safe, hard-type coat-
ing with zero toxic compounds. It
eliminates the potential pollution of
polar waters with heavy metals or
biocides and hull contamination
during research activities, which is
extremely important to the scientific
work the vessel will carry out.

“The hard coating completely miti-
gates against the leaching of chem-

The thrusters of the RRS Sir David Attenborough were treated with our Ecoshi

icals into the marine environment,”
said Hof.

Subsea Industries’ Chairman Boud
Van Rompay said: “We are delighted
that Cammell Laird and BAS have
successfully launched RRS Sir David
Attenborough. The vessel is a show-
case for an array of sophisticated
technologies and systems, of which
Ecospeed is one.”

The 15,000gt research vessel, sched-
uled for operational duties in 2019,
will be one of the most advanced
polar research vessels in the world.
The 128m long vessel will be capable
of 60 days at sea without re-supply,
covering a range of 18,898 nautical
miles at 13 knots. m

eld coating for running gear.




Ecospeed, the certified abrasion
resistant coating
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cospeed has a Lloyd’s
In the event of any conflict or ambiguity between this prinfout and the onginal electronic document, the electronic document shall prevail

Register certificate that rec- -
Certificate No: MNDE/2016/7392
ognizes it as an abrasion resistant I 2 Page 1of 1

ice coating. This certificate con-

firms the durability and strength Recognised Abrasion Resistant Ice Coating

of the coating and shows the

lasting trust in Ecospeed given by The product below is recognised as an abrasion resistant ice coating for ships
. . . e intending to navigate in ice conditions.

the classification societies.

If the coating is applied in way of the ice belt of ships intending to navigate in first-
year ice conditions and is maintained in good condition during service, the thickness
The number one consideration in a of steel plating in way of the ice belt may be reduced by up to 1 mm in accordance
with relevant Rules and Regulations.

hull coating for ice-going vessels I , o )
The recognition is subject to Lloyd's Register being informed of any changes in and

and icebreakers is the ability of the modifications to the product's formulation or specification and the product being
. . used in accordance with the manufacturer's instruction and with the relevant
coating to protect the hull in the requirements of Lloyd's Register’s Rules and Regulations.
harshest marine environment there
. . Manufact 4 i
is. Only a few types of coatings are AN ag&::gg'“d“m'es NV.
capable of providing this protection. Noorderlaan 9,
] ) . 2030 Antwerp,

Typically they are certified for their Belgium
ice-abrasion resistance qualities by Product name: ECOSPEED
the classification societies. et enkbure: T

Film thickness: 1000pm
The abrasion resistant coating certif-
. Surface cleanliness: Minimum Sa 2¥2 (ISO 8501-1)
icate allows owners of vessels
. . . . . Surface profile: Minimum 75 pm
intending to navigate in ice condi-
tions to reduce the thickness of the
plating of the ice belt if this area is Date of expiry: 1 September 2021

Date of issue: 29 June 2016

coated with Ecospeed. The ice belt

is the area on the bow just above the %@-
1 1 Stuart Dow :
waterline that is most prone to Lead Specialist to Lloyd's Register EMEA

mechanical damage from sailing Amember.of the Lioyd's Register.aroup
Uloyd's Register and variants of it are trading names of Lloyd's Register Group Limited, its subsidiarbes and affiliates.
Uoyd's Register Group Limited, its subsidiaries and affiliates and their respective officars, employees or agents are,
individually and collectively, referrad 1o in this douse a5 the ‘Lioyd's Register group’. The Lioyd's Register group assumes
fio responsibility and shall not be liable 10 any perion for any loss, damage or experse caused by reliance on the
information or advice in this document of howsoever provided, unless that person has signed a contract with the
relevant Lloyd's Register group entity for the provision of this information or advice and in that case any responsitility or
liability is exclusively on the terms and conditions set out in that contract,

through ice. This saves money in
terms of requiring less steel to build

the hull and reducing the overall

weight of the ship. m
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Ecospeed has proven on many occasions that it can withstand even the harshest winter conditions.
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